GPS ANTENNA, 2" X 2"
/ LOCATED IN THE CLOCK OR A WINDOW WITH A VIEW TO SPACE
%ﬁ OR MOUNTED ON AN OUTSIDE WALL

30' CABLE FURNISHED =
24-4 S

~——— MASTER CLOCK CONTROLLER

NASTER oLoK MOUNTED IN A 12" X 12" X 4" NEMA BOX WITH

HINGED DOOR AND LATCH

TO BE INSTALLED IN AN ACCESSIBLE, SECURE, DRY LOCATION

t 120V - 24V AC 50VA UL LISTED WALL ADAPTOR
FOR CLOCK CONTROLLER, UNSWITCHED

\ 18-4 24V CABLE FOR CLOCK MOVEMENT 120V RECEPTACLE BY SITE ELECTRICIAN
POWER/CONTROL, FURNISHED WITH 30’

120V .7 AMP FOR ILLUMINATION, CONTROL BY OWNER

NOTE:

THE MASTERCLOCK HAS AN INTERNAL QUARTZ TIME-BASE, WITH

UP TO 1 -2 MIN/YEAR POSSIBLE 'DRIFT'. THE GPS ANTENNA WILL SYNCHRONIZE IT
SEVERAL TIMES DAILY WITH NIST AND KEEP THE CRYSTAL PERFECTLY
SYNCHRONIZED FOR ZERO DRIFT FOR ABSOLUTE TIME ACCURACY.

THE MASTER CLOCK WILL RESET THE DISPLAY CLOCK(S) AUTOMATICALLY AFTER
POWER INTERRUPTIONS AND DST CHANGES FOR HANDS-FREE OPERATION

TOWER CLOCK WIRING
BASIC LAYOUT DWG

MANUFACTURER OF COMMERCIAL CLOCKS

2215 29th St.
Grand Rapids, MI 49508
616-245-8888
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